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GLASS FAB BIAX 410G 

Fabric 

Technical Datasheet 

 

 

 

 

 
 
 

 

Description 
 

GLASS FAB BIAX 410G/+-45/127 
 
BINDER:   FRANCE    GAUGES:    5 
 
WIDTH:   1270 MM   TOTAL TOLERANCE:   5% 
 
 
TOTAL AREAL WEIGHT: 410g/m2 

 

Physical Properties  

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Disclaimer 
Any information, data, advice or recommendation’s for processing materials or products supplied by AMT Composites is given in good 
faith. It remains at all time the responsibility of the customer to ensure that the products and materials recommended are suitable for 
the production method used, and purpose intended. 
 

Copyright 
All rights reserved, including intellectual property rights. Changes to technical data reserved. Delivery subject to availability. Any 
liability that the data and illustrations are complete, actual or correct is excluded. Designations may be trademarks and/or copyrights of 
the respective manufacturer, the use of which by third parties for their own purposes may infringe the rights of such owner. 
©2018 AMT Composites 

Construction Areal Weight (g/m2) Tolerance (+/- %) Material 

- 45 ◦ 200 5 E-GLASS 

90◦ 1 5 E-GLASS 

0◦ 1 5 E-GLASS 

+ 45◦ 200 5 E-GLASS 

STITCHING 6 5 PES 


