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1 Identification of the substance/preparation and of the company/undertaking 
 

Product Details 
Product:                 PUR 80 V2 part A  
Chemical Name:  Environmentally hazardous substance, liquid, N.O.S.  
Formula  
Chemical Family: Polyurethane polyol component  
Un No   3082   Hazchem Code  
ERG No.  171    EAC 
 
Details of the supplier of the safety data sheet 
Supplier:  AMT Composites 
 6 Director Road 
 Aeroport Spartan Ext 2 
 Kempton Park, 1619 
 South Africa 
 
Regulatory / Technical Information: +27 11 392 4232 
  
Emergency telephone number: +27 11 392 4232 
 
 

2 Hazards Identification: 
 
 
GHS Classification according to SANS 10234: 2019:  
Acute toxicity (Oral)   Category 5 (H303)  
Skin irritation    Category 2 (H315)  
Skin sensitizer    Category 1B (H317)  
Aquatic toxicity (Acute)   Category 2 (H401)  
Aquatic toxicity (Chronic)   Category 2 (H411)  

 
Label elements:  
SYMBOL: Exclamation mark, Environment 

  
 Signal word: WARNING  
 
Hazard statements:  
H303: May be harmful if swallowed  
H315: Causes skin irritation  
H317: May cause an allergic skin reaction  
H411: Toxic to aquatic life with long lasting effects  
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Precautionary statements (Prevention):  
P264: Wash thoroughly after handling  
P261: Avoid breathing vapours  
P272: Contaminated work clothing should not be allowed out of the work place  
P280: Wear protective gloves  
P273: Avoid release to the environment  
 
Precautionary statements (Response):  
P312: Call a doctor if you feel unwell.  
P302+P352: IF ON SKIN: Wash with plenty of soap and water  
P333+P313: If skin irritation or rash occurs: Get medical advice 
P362+P364: Take off contaminated clothing and wash it before reuse.  
 
Precautionary statements (Response):  
P391: Collect spillage  
 
Precautionary statements (Disposal):  
P501: Dispose of contents/container in accordance with local regulations.  
 
Contains Amine compound (Proprietary) 15 - 25 % 

 

3 Composition 
 
Hazardous Components  Type of product: Mixture  

Mixture of above with non-hazardous additions:  
Amine compound (Proprietary) 15 - 25 % 

 

4 First-aid measures 
 
First Aid Skin   Wash with plenty of water for at least 15 minutes. Wash contaminated clothing before re-use.  
First Aid Eyes   Flush eyes with water. Hold eyelids open while washing. Seek medical advice.  
First Aid Ingested  Induce vomiting if large amounts are ingested. Seek medical advice.  
First Aid Inhalation  Immediately remove person to fresh air. 
 

5 Fire-fighting Measures 
 
SMALL FIRES: Water Spray, Foam, Dry Chemical, CO2.  
LARGE FIRES: Water spray, fog or standard foam is recommended.  
Move container from fire area if you can do so without risk.  
Dike fire control water for later disposal; do not scatter the material.  
Keep unnecessary personnel away; isolate hazard area and deny entry.  
Stay upwind; keep out of low areas and ventilate closed spaces before entering.  
Protection of fire fighters: Wear positive pressured self-contained breathing apparatus and protective firefighting clothing.  
Hazardous Combustion products: Carbon oxides, nitrogen, sulphur. 
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6 Accidental release measures 
 
Evacuate unnecessary personnel.  
Breathing apparatus for fire only.  
Contain (avoid spillage from entering drains or water courses).  
Restrict access to area.  
Remove sources of heat and flame.  
SPILL OR LEAK:  
Do not touch spilled material.  
Stop leak if you can do so without risk.  
Cover and soak up with a suitable absorbent material and place into containers for later disposal. 
 

7 Handling and Storage 

 
Handling:  
Observe the usual precautions for handling chemicals.  
Storage:  
Store in a cool, dry area. Keep containers tightly closed.  
Store away from acids, oxidising agents. 
 

8 Exposure controls / personal protection 

 
Occupational Exposure Limits: Not established  
Controls:    The control measures appropriate for a particular worksite depend on how this material is 

used and on the extent of exposure.  
The best protection is to enclose operations and/or provide local exhaust ventilation at the 
site of substance release.  
Use a non-sparking, grounded ventilation system separate from other exhaust ventilation 
systems.  
Exhaust directly to the outside.  
Supply sufficient replacement air to make up for air removed. 
Have a safety shower/eye wash fountain readily available in the immediate work area 

 
Personal Protection  If engineering controls and work practices are not effective in controlling this material, then 

wear suitable personal protection equipment, including chemical safety goggles, boots and 
impervious gloves.  
RESPIRATORY PROTECTION: If process creates dust or fumes, wear NIOSH approved  
respirator.  
PROTECTIVE GLOVES: Impervious gloves  
EYE PROTECTION: Safety Goggles if processing.  
Have appropriate equipment available for use in emergencies.  
Safety precautions for handling freshly moulded polyurethane parts:  
Depending on the production parameters, any uncovered surfaces of polyurethane 
mouldings produced using this raw material may contain traces of substances (e.g. starting 
and reaction products, catalysts, release agents) with hazardous characteristics (e.g. harmful, 
irritating, corrosive, sensitising).  
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In order to prevent skin contact with the traces of these substances, fully buttoned work 
clothing and protective gloves whose palm and finger areas at least are coated on the 
outside with nitrile  rubber, PVC or polyurethane should be worn when demoulding or 
handling the freshly moulded polyurethane parts. 

 
9 Physical and chemical properties 
  
Light yellow, milky liquid 
Relative Density: 1,03 (± 0,02) at 25 °C 
Viscosity: 500 - 900 cPs at 25°C 
Not soluble in water. 
 

10 Stability and Reactivity 
 
Conditions to Avoid Stable under normal conditions.  

Do not heat above 60°C for protracted periods.  
Incompatible Materials Acids, oxidising agents  
Other    May absorb moisture. Keep containers tightly closed. 

 
11 Toxicological Information 
 
EFFECTS OF ACUTE EXPOSURE: 
Ingestion:  Small amounts swallowed incidental to normal handling operations are not likely to cause injury. 
Eyes:   May cause slight eye irritation. 
Inhalation:  Non-hazardous at room temperature. Processing at high temperatures may generate vapour levels sufficient 

to cause irritation and other effects. 
Skin:   Prolonged or repeated exposure may cause skin irritation. 

A single prolonged exposure is not likely to result in the material being absorbed through the skin in harmful 
amounts.  
May cause sensitisation by skin contact. 

 
12 Ecological Information 
 
No ecotoxicological information available. 
Harmful to aquatic life with long lasting effects 
Do not allow to enter drains or surface waters. 

 
13 Disposal Considerations 
 
Disposal Method Product   Observe prevailing regulations and incinerate or deposit in land fill. 

This material and its container must be disposed of as hazardous waste. 
Disposal Method Packaging  Disposal in accordance with local legal provisions. 

Empty containers can only be disposed of when the remaining waste products adhering to 
the container walls have been removed. Remove all labels. 
Packaging that cannot be cleaned is to be disposed of in the same manner as the product. 
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14 Transportation Information 
 
UN No    3082  
ERG No.    171     EAC  
ADR/RID Class   9 PG III  
IMDG-Shipping Name  ENVIRONMENTALLY HAZARDOUS SUBSTANCE, LIQUID, N.O.S.  
IMDG Code   N/A     IMDG-Packaging Group  III  
Marine Pollutant   Yes  
Class    Class 9 Miscellaneous Group III  
Subsidiary Risks   None 
 

15 Regulatory Information 
 
EEC Hazard Classification 9  
Risk Phrases   May cause sensitisation by skin contact  

Toxic to aquatic organisms; may cause long-term adverse effects in the aquatic environment  
Safety Phrases   Avoid contact with skin  

Wear suitable gloves  
This material and its container must be disposed of as hazardous waste  
Avoid release into environment; refer to special instructions/material safety data sheet  

National Legislation  National Road Traffic Act 1996 (Act 93 of 1996)  
Occupational Health and Safety Act 1993 (Act 85 of 1993)  
Hazardous Substances Act 1973 (Act 15 of 1973)  
SANS 10234: 2019 

 

16 Other Information 
 
The information on this sheet corresponds to our present knowledge. It is not a specification and it does not guarantee specific 
properties. The information is intended to provide general guidance as to health and safety based upon our knowledge of the 
handling, storage, and use of the product. It is not applicable to unusual or non-standard uses of the product or where 
instructions and recommendations are not followed. 
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