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Description 
 
PurFlex 80 produces elastomers for applications where low temperature flexibility and good tear and 
abrasion resistance are needed. 

 
Application 
 
Temperatures of all components should be at between 20 °C and 25 °C before processing. Lower 
temperature may lead to excessive cure times. Higher temperatures will reduce pot life. Final part 
quality may be affected in both cases. 
1. Tumble or stir PurFlex 80 part A well before use. 
2. Weigh the correct amount of PurFlex 80 part A 
3. Add pigment and homogenise. 
4. Vacuum Part A (polyol component). 
5. Mix correct amount of PurFlex 80 part B 
6. Mix components together thoroughly without entraining air. 
7. Pour the mixture into preheated moulds (temperature + 30 °C) treated with a suitable release agent. 
8. Allow the mixture to gel and partially cure in the mould. 
     The time required for this operation will vary according to mould design and size but will be in the 
     region of 15 to 30 minutes.  Thin sections will take longer to cure. 
9. De-mould the finished piece and post cure overnight at 60 °C to 80 °C for best results. 
 
Note: Any metal substrate which is to be lined or coated should be degreased, shot blasted or 
sandblasted and primed with a suitable priming system to ensure good adhesion of the urethane 
to the metal. 

 
Specifications 
  

 Part A Part B 

Mix Ratio (Weight)   100 Parts 32.8 Parts 

Density (kg/l) 1.03 1.22 

Viscosity 800-1200 775-900 

Pot life (300g) @ 25°C (minutes) 2 minutes 30 seconds 

Demould time @ 25°C (minutes) 60 minutes 

Post Cure 12 hours @ 70°C 

Hardness, Shore A 80 (+/-5) 

 
  



 

 

AMT HEAD OFFICE 
JOHANNESBURG 
TEL:  +27 11 392 4232 
 

 

AMT NATAL 
DURBAN 

TEL:  +27 31 705 2034 

AMT CAPE 
CAPE TOWN 

TEL:  +27 21 511 2669 

24/04/2026 
Page 2 

  

                       

 

PurFlex 80 
Two-component elastomer system (80 Shore A) 

Technical Data Sheet  

 

 

 

 
 
 

Guarantee 
This system is provided as is without any guarantees or warranty. In association with the product, AMT Composites PTY LTD makes 
no warranties of any kind, either express or implied, including but not limited to warranties of merchantability, fitness for a particular purpose, 
of title, or of non infringement of third party rights. Use of the product by a user is at the user’s risk. 
 
NO REPRESENTATIONS OR WARRANTIES, EITHER EXPRESS OR IMPLIED, OF MERCHANTABILITY, FITNESS FOR A SPECIFIC PURPOSE, THE PRODUCTS 
TO WHICH THE INFORMATION MENTIONS MAY BE USED WITHOUT INFRINGING THE INTELLECTUAL PROPERTY RIGHTS OF OTHERS, OR OF ANY 
OTHER NATURE ARE MADE WITH RESPECT TO INFORMATION OR THE PRODUCT TO WHICH INFORMATION MENTIONS. IN NO CASE SHALL THE 
INFORMATION BE CONSIDERED A PART OF OUR TERMS AND CONDITIONS OF SALE." 
 
Disclaimer 
Any information, data, advice or recommendations for processing materials or products supplied by AMT Composites is given in good faith. It 
remains at all times the responsibility of the customer to ensure that the products and materials recommended are suitable for the production 
method used and purpose intended. 
 
Copyright 
All rights reserved, including intellectual property rights. Changes to technical data reserved. Delivery subject to availability.  Any liability for the 
data and illustrations being complete, actual or correct is excluded. Designations may be trademarks and/or copyrights of the respective 
manufacturer, the use of which by third parties for their own purposes may infringe the rights of such owner. 
©2018 AMT Composites. 


